
Kuhnke Technical Data

The following page(s) are extracted from multi-page Kuhnke product catalogues or CDROMs
and any page number shown is relevant to the original document.  The PDF sheets here may
have been combined  to provide technical information about the specific  product(s) you have
selected.

Hard copy product catalogues, and CDROMs have been published describing Kuhnke
Pneumatics, Solenoids, Relays and Electronics; some divided into different books. A list of
current publications is available on this web site or from our sales offices. Some may be
available for download, but as substantially larger files.

Contact Details

Kuhnke sales and service in North America

Ellis/Kuhnke Controls
132 Lewis Street
Unit A-2, Eatontown
NJ 07724
USA

T: (800) 221 0714
T: (732) 291 3334
F: (732) 291 8154

Important Note

The information shown in these documents is for guidance only. No liability is accepted for any
errors or omissions. The designer or user is solely responsible for the safe and proper
application of the parts, assemblies or equipment described.



Plug-in socket PZ 801
Screw joint PG 9
for lead diameter 6–8 mm
Typ GDM 2009

Elbow coupling  Z 802
UD + UD 9
DIN 43650A PG 9

Plug-in socket  Z 803
4 K + 16

Plug-in socket Z 811
Plug-in socket with built in
Si-bridge rectifier
Type GDML 2011-GB1

Can be obtained from:
Firma Richard Hirschmann
PO Box 110
D–73728 Esslingen

Gerätesteckdose Z 801
Kabelverschraubung PG 9
für Kabeldurchmesser 6–8 mm
Typ GDM 2009

Winkelsteckverbindung Z 802
UD + UD 9
DIN 43650A PG 9

Gerätesteckdose Z 803
4 K + 16

Gerätesteckdose Z 811
(bis max. 2,0 A)
Gerätesteckdose mit eingebautem
Si-Brückengleichrichter
Typ GDML 2011-GB1

Zu beziehen bei:
Firma Richard Hirschmann
Postfach 110
73728 Esslingen

Drehmagnete 
Zubehör Typ D, E und UD

Rotary Solenoids
 Accessories for Series D, E and UD

Magnet Hauptkatalog 163 Main catalogue
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